[bookmark: _GoBack][image: https://www.prismnet.com/%7Ehcexres/textbook/images/apcfg1.gif]
Technical specifications. (a) Metal Doors and Frames, (b) Cassette Deck
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sEcTion v
HOLL S AND FRA stes, however, vary

GENERAL

& All verk ofthis Section shall be pafermed in
the requiements of the Conaet Documers.

£

& Brovite all laher, materiak, equipmett,
Sorm all operations equired far complete]
halow metal doars and rames and relted
the drawings r specified hereln.

WORK OF OTHER SECTIONS Spest

& Furnishing of finishing hardware.

Wow and Fhuter 0.06% 115 wa

010% DIN wid. peak
¢. Rolling metel docrs. Frequency Response SHz - 16 Kz H- 348

b. Finksh paiting

ATERIALS (Dalby R off)
Steel_Prime qualiy, collrolled, pickleq|  HeTOnC Ditarton. Varies with recarding level
srachar-leveled, entely fee fom scal, typically 0.3% e -10 4.
defects. Gages referto the US. Standard | THD t 08 L0% (nermal tape)
and Sicel. 15% (€x)2, mealtape)

Stondend Steel Shapes for supporting iy Signalto-Noise Ratio § 4B Dolby o
atctumert vork—ASTM 436 xef 3% THD 66 4B Dolby B

Fastening: Devices (CCIRARM weighting 7648 Dolby &

Channel Seprtion. andBa 1k
5 4B woadband

Eraswe TdBa 1k

Inp Sensiiviy A0mY 110k obms
imum Inpis Level

Oupu Levelat 045 s0my

Oup Impedance 1000 atms

Dimensions 42122 x 27em
(width x helght x depth) (16.5 X 45 % 10.5in)





